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BRADFORD VORTAC:

Use restricted to flights

filed at FL230 and below.

SPECIAL INSTRUCTIONS: For appropriate departure control

frequency, see graphic. Use frequency depicted within sector 

where first fix/NAVAID for your route is located (sectors indicated by

dashed lines; frequencies in dashed box within).
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SL-166 (FAA)

CHICAGO O’HARE INTL (ORD)
CHICAGO, ILLINOIS
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CHICAGO, ILLINOIS
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                          DEPARTURE ROUTE DESCRIPTION
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All aircraft expect radar vectors to first enroute navaid/fix. Expect clearance to 

requested altitude/flight level 10 minutes after departure.

DME EQUIPPED AIRCRAFT Initially assigned heading 330^ clockwise through 060^:

Cross DME arc of ORD at or above 3000, cross 8 DME arc of ORD at or above 4000,

maintain 5000 or assigned altitude. If unable to comply, advise ATC as soon as

possible prior to departure.

ALL OTHER DME AIRCRAFT: Cross 8 DME arc of ORD at or above 4000, maintain

5000 or assigned altitude. If unable to comply, advise ATC as soon as possible prior 

to departure.

NON-DME PROCEDURES: Aircraft initially assigned headings from 120^, clockwise 

through 220^, cross DPA R-093 at or above 4000, maintain 5000 or assigned altitude.

If unable to comply, advise ATC as soon as possible prior to departure.
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